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Concurrent MR-NIR Imaging for

Breast Cancer Diagnosis

Birsen Yazici

. INTRODUCTION

Near infrared (NIR) diffuse optical imaging provides quantitative functional information from breast tissue that
can not be obtained by conventional radiological methods. NIR techniques can pmowi measurements
of oxygenation and vascularization state, the uptake and release of molecular contrast agents and chromophore
concentrations with high sensitivity. There is considerable evidence that tumor growth is dependent on angio-
genesis [1]- [3], and that tumor aggressiveness can be assessed from its increased number of new vessels an
reduced oxygenation state relative to normal breast tissue and benign breast lesions [4]- [6]. NIR diffuse optical
tomographic (DOT) methods has the potential to characterize angiogenesis related vessel density as it measure
the total hemoglobin concentration and provide the ability to differentiate between benign and malignant lesions
based on oxygen saturation. Furthermore, NIR methods are non-ionizing, relatively inexpensive and can be made
portable.

The diagnosis and management of cancer involves several stages where magnetic resonance (MR) plays ¢
valuable and growing role. MRI of the breast is now a routine part of the clinical care in many centers [9]-
[11]. Magnetic Resonance imaging (MRI) is indicated in patients with inconclusive clinical and/or mammographic
examinations. Patients that may benefit include women with radiographically dense breasts, and high risk potential
population [12]- [13]. MRI possesses less tharfil0ontrast for soft tissue pathology [14]. Gadolinium (Gd)
enhanced MRI offers much better contrast and is specific for tumor vessel imaging. However, the signal in the
Gd-MRI arises from the larger vessels as the contrast agent is flushed out of the vascular bed of the tumor [15].
In comparison, NIR measurements of absorption have extremely high contrast. It was reporteid tiange
in vascular density as measured histologically in ductal carcinomas leads to approximatgle@@ast in NIR

absorption coefficients [7]. Furthermore, there are studies suggesting that the kinetics of contrast enhanced optical



spectroscopy provides information about the cellular spaces [8]. On the other hand, NIR DOT suffers from poor
spatial resolution and as such, it is unlikely that NIR imaging will be a stand-alone screening method in the general
population. Therefore, we believe that the concurrent MR and NIR imaging brings together the most advantageous
aspects of the two imaging modalities (structural and functional). In the future, we envision that this multimodality
imaging approach will lead to high resolution hemoglobin tomography and comprehensive quantitative functional
tissue characterization to differentiate malignant and benign tumors.

In this project, the clinical studies are performed using the novel MR-NIR hybrid time-resolved spectroscopy
(TRS) imager and fast Indocyanine Green (ICG) enhanced spectroscopic imager developed by Dr. Chance, a Co-P|
of this proposal, at the University of Pennsylvania (UPenn), Biophysics Department, Diffuse Optical Imaging and
Spectroscopy Laboratory.

The central hypothesis of this project is that the concurrent MR-NIR diffuse optical tomographic methods coupled
with fast contrast enhanced NIR spectroscopic methods provide fundamentally new quantitative functional and
structural information for breast cancer tumor characterization and detection. This new information can be obtained
by novel modeling, analysis and data fusion methods from the tomographic, temporal and cellular-based contrast
measurements, which exploit fast imaging techniques together with TRS tomographic methods. In this project,
we investigate new methods for multi-modality high spatial resolution hemoglobin tomography, pharmacokinetic
modeling of molecular contrast agents based on fast NIR spectroscopy and analysis of structural and functional
information provided by MR and NIR imaging methods for breast cancer detection based on receiver operating
characteristics methodology. Specific aims of the project are as follows:

o Aim 1: Utilize a priori anatomical information provided by MRI, to reconstruct 3D high resolution hemoglobin,
water and lipid concentration, and oxygen saturation images directly from 6 wavelength time resolved optical
measurements. Evaluate improvements in image reconstruction between that of stand-alone NIR and concurren
MR-NIR measurements using water and lipid images obtained from MRI.

o Aim 2: Develop a compartmentalized pharmacokinetic modeling of ICG, optical contrast agent, and extract
guantitative parameters that can characterize tumor metabolism and angiogenesis. Compare ICG kinetics with
the Gadolinium, MR contrast agent, kinetics and biopsy findings.

« Aim 3: Evaluate accuracy of breast cancer diagnosis based on the quantitative functional information extracted
from stand-alone NIR system. This information includes hemaoglobin, water and lipid concentration, optical

scatter power and oxygen saturation images, and ICG pharmacokinetic parameters. Evaluate the added value



of ICG kinetic parameters in breast cancer diagnosis.

o Aim 4: Combine NIR based breast cancer diagnosis features with the systematic MR breast architecture and
kinetics interpretation model developed by Dr. Nunes, M.D, Co-PI of this proposal, to evaluate the sensitivity
and specificity of concurrent MR-NIR imaging method. Compare results with that of stand-alone MR and NIR

results.

In the following sections, we will provide detailed description of our current research in line with the statement
of work (SOW) and the aims outlined above. For the period of June 1st, 2007 to May 31st 2008, SOW includes

only the first two aims of the project.

I[l. BODY
A. AIM 2 - Direct Reconstruction of Optical Fluorophores

1) Spatially Resolved Compartmental Modeling and the Two-compartment Model forlfC@eneral, a com-
partmental model is given by time-dependent coupled ODEs and a measurement model [18]-[20]. Such a model
can be extended to include spatial variations in a straightforward manner.

Let O C R3 denote the domain of interest. For ancompartment model, le€(r,t) € R™ represent the
concentration vector in different compartments at locaitoa €2, and at timet € [Ty, 71]; and leta,,(r) denote
the parameter vector whose elements are the pharmacokinetic rates and volume fractions atrloddtem a

spatially-resolved compartmental model can be expressed as the following state-space model:

C(T’t) = K(an(r))C(r,t), 1)

a(r,t) = V(an(r))C(r,t) te[To,T1], re, (2)

whereC denotes the elementwise time-derivativalofiC(r, ar,) € R"*" is the system matrix whose entries are the
pharmacokinetic ratesy(r, ¢) is the total fluorophore concentration at locatiorand timet, and V(r, a,) € R"
is the vector comprised of volume fractions.

Although our study is applicable to pharmacokinetic modeling of any optical fluorophore, in the following
subsection, we will specifically discuss the spatially-resolved pharmacokinetic modeling of ICG using a two-
compartment model due to its relevance to breast cancer studies.

2) Two-compartment Model for the ICG PharmacokinetikSG is an optical dye commonly used in retinopathy

and hepatic diagnostics. Given its low toxicity and FDA approval, it has recently been utilized as a blood pooling



agent for the detection and diagnosis of cancerous tumors in conjunction with NIR optical methods [34], [35],
[37], [41]. In normal tissue, ICG acts as a blood flow indicator in tight capillaries of normal vessels. However in
tumors, ICG may act as a diffusible (extravascular) flow in the leaky capillary of cancer vessels. Therefore, the
pharmacokinetics of ICG can be used for tumor detection, diagnosis, and staging. Fig. 1 shows the two-compartment
model for the ICG kinetics. The two compartments are comprised of plasma and extracellular-extravascular space
(EES). Spatially resolved ICG transition between plasma and the EES can be modeled using the following coupled

ODEs:

Ce(r,t) _ —kout(’r) k’ln(’l") Ce(’r',t) Cte [T07T1]7 rc Q, (3)

Cy(r, 1) kout(r)  —(kin + ketm)(r) | | Cp(r,1)

where k;,,(r) and k.. (r) are the spatially-resolved pharmacokinetic-rates that govern the leakage into and the
drainage out of the EES;;,,(r) describes the ICG elimination from the body through kidneys and liver. The
vectorC(r,t) in (1) and (2) is composed af),(r,t), andCc(r,t), representing the ICG concentration in plasma

and the EES at € Q andt € [Tp, 1], respectively.

Capillary ‘ >
Cp’ Up Eeim
A
kin kout
Y
EES
Ce, ve

Fig. 1. Block diagram of the two-compartment model for the ICG pharmacokinetics.

The ICG concentration in tissue(r, t), is given as a linear combination of the ICG concentration in plasma
and the EES

a(r,t) = vp(r)Cp(r,t) + ve(r)Ce(r,t) te [Tp,T1], 7€, 4)

wherew,(r), v.(r) are spatially-resolved plasma and EES volume fractions, respectively. Here, the unknowns are

concentrations in different compartments, pharmacokinetic rates, and volume fractions.
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Fig. 2. Total fluorophore concentration versus slow-time variable,

We combine all the pharmacokinetic parameters into a single vector and define
as(r) = [kin(r)  kout(r) Kem(r) vp(r) Ue(r>]T' (5)

3) Concentration-to-Measurement Map for FDOTh this work, the quantity we wish to reconstruct is the
spatially resolved pharmacokinetic-rate images from a sequence of boundary measurements obtained by diffuse
optical tomographic methods. To do this, we first develop a map which relates sequence of boundary measurements
to the spatially resolved fluorophore concentrations. We call this eoapentration-to-measuremef@TM) map.

A suitable CTM map can be developed based on a photon propagation model in fluorescing medium. We
use diffusion approximation of radiative transfer equation to model photon propagation where the propagation of
excitation and emission light are modeled by two coupled diffusion equations.

To relate time-varying fluorophore concentrations to a sequence of boundary measurements, we parameterize
time evolution of the fluorophore concentration by a slow-time parantetand photon propagation during one
instance of a tomographic data collection process by a fast-time paratheimte thatt’ is in the order of the
speed of light whereasis in the order of seconds. Thus, we assume that the absorption and scattering coefficients
of tissue are constant during one instance of the tomographic data collection period but vary with the slow-time
variablet. As a result, frequency domain couple diffusion equation is adequate to model light propagation during
the dynamic data collection process. Figure 2 illustrates a typical time evolution of the fluorophore concentration

with respect to slow-time variable



In the following subsections, for notational brevity, we drop the slow-time dependence in our equations and set
a(r,t) = a(r), tazf(r,t) = fagf(r), pom(r,w,t) = ¢2m(r,w), etc. Note thatB, ,, is a shorthand notation for
the quantityB at either excitation or emission wavelengths.

4) Model for Light Propagation in Fluorescing MediunThe light propagation at the excitation and emission

wavelengths can be modelled by the following coupled diffusion equations: [42]:

vm(ﬂwx(r,m(uax<r>+jj) bu(rw) = S(rw),  reQCER 6)

1 — jwr(r)
1+ fwr(r)]*

T D)V ) + (1) 422 ) ) = =l Pty ) @

where the subscripts andm denote the excitation and emission wavelengths, respectivgly(r,w) represents
the spatially varying optical field in the mediune; denotes the modulation frequency of the source (the Fourier
transform with respect to the fast-time variabil c is the speed of light inside the mediuf% 7(r) is the
fluorophore lifetime;y is the fluorophore’s quantum efficiengy,.. .. (r) stands for the spatially varying absorption
coefficient of the medium at the excitation and emission wavelengths, respectiyelyr) is the fluorophore’s

absorption coefficient, andy...¢(r) is the fluorophore yieldS(r,w) is the excitation sourcepD, ,,(r) is the

1
B[ (T) o (T)]

spatially varying diffusion coefficient given by, ,,(r) = , where y, ., (r) is the reduced
scattering coefficient.
The optical coefficients at the excitation and emission wavelengths are due to both the endogenous chromophore:

and exogenous fluorophore. Thus,

Paz(T) = Paze(T) + Nacnf(r)v (8)
,Ufam('r) = ,U/ame(T) + Namf("')- (9)

Here, the subscript denotes the endogenous chromophores, and the subgdgpiotes the exogenous fluorophore.
We choose Robin-type boundary conditions given as [46]

2Dr(r)a¢x(;7;’w) + ppi(r,w) = 0, 1€ (10)
Ot (7,
ov

w)

2Dy, (1r) + pom(r,w) = 0, (11)

whereof) denotes the boundary 6f, v denotes the outward normal of the boundafy, p is a constant accounting

for the refractive index mismatch between the two regions separatédby
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Let a(r) denote the concentration of fluorophores-at (2. The relationship betwees(r) and the fluorophore

absorption coefficientuy, ., ¢, is given by [43]
Ma(ajm)f(r) = In10e; ma(r) r € Q, (12)

wheree, ,,, denotes the fluorophore extinction coefficients at the excitation and emission wavelengths, respectively.
5) Non-linear Concentration-to-Measurement Malpet ®,,,(r4, rs; w) denote the ratio of the emission data to
the excitation data (normalized Born data [46]) at the emission wavelength at the detector legatioa to an

excitation source ats. The relationship betweed,, (r4, 75;w) anda(r) is given by

In 10¢, 1-—
i = ST [ s it
= Fr,r.(a) (13)

whereg, (r, r4;w) is the photon density at locationdue to a source at; at the excitation wavelengthy,, (74, r; w)

is the Green’s function of (7) and (11) aj, due to a point source at, and Fp, r_(a) is the non-linear operator
that maps the total fluorophore concentratioto the normalized measuremeddts,. Note that the non-linearity in
(13) is due to theu,,,; dependence ofr,,(rq, 7;w), and e, ) dependence ob,.

We assume thai) The endogenous absorption coefficients at the emission and the excitation wavelengths are
approximately equal, i.@,me = paze- This is a valid assumption for a number of different applications such as small
animal and breast imaging [47]) The diffusion coefficients at both the excitation and emission wavelengths are
independent of the endogenous and exogenous absorption coefficiers, j,er) ~ 1/(3u, ,,(r)). Furthermore,
the diffusion coefficients are known but can be spatially varyiingThe lifetime parameter;(r), r € Q, is known,
and not necessarily constant.

Let Ny and N, denote the number of detectors and sources, respectively®Lla¢ the measurement vector

formed by concatenating the measurements for each source-detector pair as follows:
B = [ (14, To50)s s P (Tys T3 @)+ s PPty Py )] (14)
Using (13) and (14), we form the following relationship betweeand ®:
® =: F(a), (15)

whereF is an operator with matrix kernel in whic#;; = fn“mj fori=1,---,Ng, j=1,---,N,.
Note that for notational brevity, we assume a single-frequency measurement model. A multi-frequency measure-

ment model is a straightforward extension of the single-frequency measurement model.
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6) Linear Concentration-to-Measurement Mapn approximate linear map between the normalized measure-
ments and the total fluorophore concentration can be obtained based on the assumption that the presence o
exogenous fluorophores does not change the optical coefficignts and D, ,, [42]. This assumption leads

to the following relationship between the measurements and the fluorophore concentrations:

. B In 10633’7 . 1 —jwr(r) . 3
Burariw) = ot | Gl Sk
= Wm,m( a), (16)

whereG¢, (rq4, r;w) is the Green’s function of (7) and (11) wh@R,, = ftame, ¢5(7, 7s;w) is the predicted optical
field at due to a source located B when pi,; = ftaze, aNdWr, r_(a) denotes the linear operator that maps the
normalized measurement &} due to a source at, to the total fluorophore concentration.

Forming a measurement vector as in (14), we write
® =: W(a) 17)

whereW is the linear operator with a matrix kernel in whidWw;; = Wr, 7., fori=1,--- Ny j=1,---,N,.

Note that the reconstruction of the pharmacokinetic-rate images that will be discussed in the subsequent sections
is not tied to any specific linearization method. Alternatively, a different linear approximati#hdan be obtained
by computing its first-order Echet derivative to yield a relationship between measurements and total fluorophore
concentration. However, we adopted the model in (17) for image reconstructioninsing breast data.

7) Pharmacokinetic-rates-to-Measurement Mdp: this section, we combine the CTM map with the spatially
resolved compartmental model to obtain a mapping between the spatially resolved pharmacokinetic-rates and
sequence of boundary measurements. We call this composite mppatmacokinetic-rate-to-measuremgR{T M)
map.

Recall that

C(r,t) = K(an(r))C(r,t) te[Ty,Ti], re. (18)

Let ®(¢) denote the measurement vector (16) arid,¢) denote the flourophore concentration at slow-time
parametett. Combining the CTM map (15) with the compartmental model (2), we obtain the following non-linear
relationship:

®(t) = F(V(an(r))C(r,t)), te [Ty, T1], €. (19)
For the linear CTM map, (19) becomes

B(t) = W(V(an(r))C(r,t)) te [Ty, Th], reQ. (20)
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The equations (18% (19) and (18)& (20) constitute the PTM map. We next discretize these equations and
incorporate dynamic model uncertainties and measurement noise to the PTM map.

We use first-order Lagrange basis to discretize the domain of int@relset r;, j = 1,..., NV be the discrete
points representing the spatial location of the voxel§irLet C(r;,t) represent the concentration vector at time
t in different compartments, and,,(r;) represent the pharmacokinetic-rates and volume fractions gt'thexel
centered atr;, j = 1,..., N. Assuming that the dynamic measurements are collected at time instanees),
k=1,.., K, whereA is the sampling period, we defif@(r;, k) = C(r;,kA), and express the discrete spatially

resolved compartmental model as follows:
C(rj,k+1) =K(0n(r;))C(r;, k) +&(rj. k), k=1,..K, j=1,.N, (21)

whereg(r;, k) is a zero-mean Gaussian process Witlg (r;, k1)&(r;, k2)] = 6(r; —7;)d(k1 — k2)Q,,, representing

the dynamic model uncertaintit (0,,(r;)) := ’(@(T:))A js the discrete-time system matrix as described in [48]
and, 8, (r;) represents the discrete-time parameter vector for the pharmacokinetic-rates and volume fractions. For
a detailed discussion of the discretization procedure and an explicit relationship between the pa@pntejers
anda,(rj), see [37], [48].

Let ¥ (k) = ®(kA). Replacinga, (r;) with 8,(r;), (19) and (20) are discretized as:

C(k) = F(V(On(r;))C(r;,k)) + n(k), (22)
W(k) = WV(0,(r;))C(r;,k) +n(k), k=1,..K, j=1,..N, (23)

whereF and W are the resulting operators when,(r;) is replaced withg,,(r;) in (13) and (16), respectively;
n(k) is a zero-mean Gaussian process Wit (k1)n(k2)] = 0(k1 — k2)R representing the measurement noise,
andV (6, (r;)) is the vector of discrete volume fractionsat

For the two-compartment ICG pharmacokinetic model combined with the linear CTM map, the explicit form of

(21) and (23) are given by

Ce(rj, k+1) _ m1(ry)  Ti2(r)) Ce(rj, k) N Ee(rj, k) el K (24)
Cp(rj,k—i—l) 7'21(7‘j) 7'22(”’]‘) Cp(Tj,k) §p(rj,k)
Ce(Tj,k)
\Il(k:)zw{ve(rj) Up(Tj)} +nk), k=1,...,K (25)
Cp(rj’k)

whereC(r;, k) = [Ce(rj, k) Cp(ry, )T, &(rj, k) = [Ec(rj, k) &(rs, k)T, V(B2(r))) = [ve(r5) vp(7))], O2(rj) =
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[r11(r;) T2(r;) T21(rj) To2(rj) ve(r;) vp(r;)]T, and K(0,(r;)) is the 2-by-2 system matrix in (24), for
j=1,...,Nandk=1,.. K.

8) Reconstruction of Pharmacokinetic Rate and Concentration Images from the Boundary Measurdinents:
forward model in (21) and (22)/(23) forms a state-space model, (21) being the state equation and (22)/(23) being
the measurement equation. In this section, we discuss the estimation of the system par&metgrsand the
statesCy(r;, k) for j =1,..., N, from the measurement®(k), k = 1,..., K using the extended Kalman filtering
(EKF) framework.

Note that both the fluorophore concentrations in different compartméiis, ), and the system parameters,
0,.(r;), are unknown. In this case, we estimate both the states and system parameters from measurements withir
the EKF framework. To do so, we regard the state equation in (21) as a non-linear equation in which the system
parameters and states are combined to form the new states of the non-linear equation. We then iteratively linearize
the non-linear state equation and solve for the new unknown states using the EKF framework. This approach
requires use of temporal prior models 6p(r;). We describe one such model in the following subsection.

9) A priori Model for Pharmacokinetic-rates and Volume Fractioiis:impose a temporal prior model @y (r;),
we extend our notation t8,(r;, k), k = 1,..., K. Note thatd,,(r;, k) is a vector containing pharmacokinetic-rates
and volume fractions at location; € Q and timekA. For each element,(r;, k), of the vectord,, (r;, k), we

impose the following dynamic model:
On(rj, ke + 1) = On(rj, k) + G (1, k) (26)

whered; (r;, k) is a zero-mean Gaussian process Witly; (r1, k1)1 (72, k2)] = 0(r1 — 72)6(k1 — k2)z1, 21 > 0.

Note that@,(r;) is modeled as a time-independent parameter, and the model in (26) t(éjatgsk +1) and
0,(r;, k) with an all-pass filter. If, on the other hané,(r;) is time-dependent, a different filter can be chosen
based ora priori physiological information and/or robustness considerations.

In addition to the temporal prior, we impose a spatial smoothing prio,gm ;, k) to improve the robustness

of the reconstruction with respect to measurement noise and to incorpopai®i physiological information into

image reconstruction. This model is given as

M
On(rj k) =Y Bibn(rj k) +a(r;,k), j=1,...,N (27)
I=1(51#75)

wherej;, 1 =1,..., M (j, # j) are the indices of the voxels in the neighborhood of fievoxel; 3;, I = 1,..., M
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are the spatial weighting coefficients, which may be different for each pharmacokinetic-rate or volume fraction
image; ands;(r;, k), is a zero-mean Gaussian process WHRL (71, k1) (r2, k2)] = 0(r1 — 72)0(k1 — k2)22,
z9 > 0.

The weighting coefficients}, may be spatially varying and can be chosen based on a variety of physiological
information, i.e., tumor location, size or shape. In our numerical simulationgiarido data processing, we assumed
that no such specific information about the tumor is available and used equal weights,=:€./M. This choice
imposes an isotropic smoothing on ta:e(rj, k) estimates.

Inserting the right-hand side of (27) faﬁ;l(frj,k) in (26), we obtain the following spatio-temporal model for

each entryd,, (r;, k) of the vectord,,(r;, k):

M
On(rj ke +1) = Z Bé (rj k) +<(rj,k), k=1,..K, j=1,..N, (28)
=1(j:#

whereS(r;, k) is a zero-mean Gaussian process Witld (71, k1)S(r2, k2)] = 6(r1 —r2)d(k1 — k2)z, 2 > 0, and z
is a function ofz; and z,. Figure ?? illustrates the resulting neighborhood system for 2D images\fo« 4.

Note that it is possible to develop an alternative spatio-temporal neighborhood system taking into account the
4D nature of the parameter space.

To simplify our notation, we express (28) in vector notation for all entries of the végor;, k) as follows:
Bn(Tj,/{—i-l) :Bj(en(le,k‘),...,On(’l“jM,k))—I—C(Tj,k), kIl,...K, j: 1,...N, (29)

wheref; is a vector-valued linear function &, (r;,, k), | = 1..., M as defined in (28) and(r;, k) is formed by
concatenating the(r;, k) into a column vector. It is a zero-mean Gaussian process Mfilir, k1)s(r2, k2)] =
d(r1 —12)d(k1 — ko)Zq

10) Estimation of Pharmacokinetic-Rate Images by Extended Kalman Filtetog:objective is to estimate the
fluorophore concentration images in different compartments, and pharmacokinetic-rate images. To do so, we first
concatenate the concentration vectO(s ;, k) and the parameter vectofs (r;, k) for all voxels,j =1, ..., N and

form the following vectors:

C(k) = [ CT(ri,k) ... CT(ry,k) ]T,

On (k) = [ 0T (ri k) ... 0L(ry.k) ]T.
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Fig. 3. An illustration of the spatio-temporal neighborhood system for 2-D pharmacokinetic-rate and volume fraction imagest for
Based on the model in (28) to (30) the neighborhood of the voxe} at1 (gray square) is given by the voxels @t «, 7j, k. 75,5, @and

r;, .k denoted by gray-dashed squares.

Next, we concatenate the vectd$k) and@,,(k) and form the new state-space model based on (21) and (29).

Cll+1) [ k@.0mcH || em
= + (30)
On(k+1) | B(On(K)) s(k)
r 1
T(k) = | F(V(0,(k))C(K)) 0] +n(k) (31)
- en(k)
r 1
C(k) = | In10e,WV (8, (k))C(k) 0] +nk), k=1,...,K (32)
- an(k)
where
r T
K(0.(k)C(k) = | K(6,(r1,k))C(r1, k) ... K(OH(TN,k))C(rN,k:)}
- T
B(On(k)) = | BiOnlrik), ) ﬂN(On(rN,k),...)}
r T
F(V(0,.(k))C(k)) = | F(V(On(r1,k))C(r1,k)) ... F(V(On(rN,k:))C(rN,k))] (33)
- T
Ek) = | &(ri,k) ... {(rN,k)]
- T
s(k) = s(ri,k) ... C(’I‘N,/C)]

where&(k) andg(k) are zero-mean Gaussian processes with covariance maQieesl Z, respectivelyn(k) is

the zero-mean Gaussian process with covariance mtas defined before.



16

Note that althougtB is linear in8,(r;, k), j = 1,.., N, (30) is non-linear in new states. Furthermore, the state
eqguation (30) is not block diagonal.

We next utilize the EKF machinery to estimate the fluorophore concentration images in different compartments
and pharmacokinetic-rates based on (30) to (33). Table | tabulates the steps of the EKF algorithm. The terms in
Table | are defined as follow€(k|k — 1) and8,,(k|k — 1) are the concentration and parameter estimates at time
k given all the measurements up to tirhe- 1, respectively. SimilarlyC(k) and,,(k) are the concentration and
parameter estimate updates at tilaespectivelyP;, ;,_; denotes the error covariance propagation at tinggven
all the measurements up to time— 1; P, ;. is the error covariance update at tirheH,, is the recursive Kalman
gain matrix at timek and| is the identity matrix.J;_; is the Jacobian matrix due to iterative linearization of the
(30) aroundC(k — 1) and@,,(k — 1). Ay,_; is the matrix formed by the discretizeddehet derivatives ofF with
respect taC and@,, at the update€(k|k — 1) and@,,(k|k —1). In Table I, the EKF algorithm is presented for the
non-linear case. For the linear case, the non-linear opefatersimply replaced by the linear operatf.

The first-order Fechet derivative ofF (or Fr, »_) with respect to the fluorophore concentratiorat the EKF
total concentration estimate at the|k — 1)!" step is given by [44]-[46]

In 10¢, 1 — jwr(r)

5Yda(r)dr

OFr,r.(d0a) 1+ [wr(r)]?

GHF L (g, mw) @R (p s w)
(PI;UQ*I(rd’rS;w) </S>2 m €T S

- _ 1 — jwr(r) €
_ klk—1 - ) BRIk ) JYTT) Em
/QGm (T’d,’f‘,&)) m (rarsaw)l_'_ [w7'<’l")]2 e 6&(7’)d7‘

1 — jwr(r)

N Gk:\k:—l . (I)k\k—l Gw)—
/Q mx (Tdvr7w) T (T‘,’l“ ’w)l—l—[WT(T’)]Q

5a(r)dr> (34)

where we defin@fi‘k_l(r, rs;w) as the solution of (45) and (10§3ﬂk_1(r,rs;w) as the solution of (7) and (11),

Gﬂk_l(rd, r;w) as the Green'’s function of (7) and (11), aﬁﬁl’i_l(rd, r;w) as the solution of (45) and (10) where
S(r,w) in (45) is replaced byyuafof,‘Lk_l(rd, r;w) given the EKF estimates of the fluorophore concentrations at
different compartments at thé|k — 1) step [44]. In (34), the first integral results from the right-hand side of (7),
while the second and third integrals originate from the dependengpg,pfand 1.,.., respectively, on the unknown
fluorophore absorption coefficient. We note that the kernels of the second and thirds integrals are much smaller
than the kernel of the first integral. Therefore, the first integral in (34) dominates and the rest can be neglected. As

a result, The first-order Echet derivative ofF (or Fr, »,) with respect to the fluorophore concentratiomt the
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TABLE |

EKF ALGORITHM FOR THE SIMULTANEOUS ESTIMATION OF FLUOROPHORE CONCENTRATIONPHARMACOKINETIC-RATE AND VOLUME
FRACTION IMAGES.

System Model Clk+1) _ K (6 (K))C(K) £(k)
0.(k+1) B(0.(k)) <(k)
Measurement Model U(k) = F(V(0(k)C(k)) 0 1 k)
0,.(k)
Initial Conditions Cm | _ | Bem) | b _ | Var€@) o
| 0n(1) 6..(1) 0oz
State Estimate Propagation F(k|k - = K(G"(ki D)C(E - 1)
| On(klk—1) B(0,(k—1))
Q 0

Prk—1 = Jk_lpk—l,k—ljgfl +
0 Z

Error Covariance Propagation

. C(k) C(klk — 1)
State Estimate Update R = A
6. (k) B(0n(k|k —1))
HE[® (k) — F(V(0n (klk — 1))C(k|k — 1))]
Pek = [ = HeAgj—1]Pr k-1

Error Covariance Update
Hp = Pk,k—lAf‘k_l[Ak\kqpk,k—ll\g\kq +R]!

Kalman Gain
1))C(k —1))

K (0, (k —
= BBk —1))

n

K(Oa(k—1) 25

Definitions Jp_1 = .
%ﬂ(en(k - 1)

(V(8n(klk — 1)C(k|k — 1)) ]

Non-linear Case
a

ac

Linear Case
20,

Akl = [ In10e,W 2 (V(8., (k|k — 1))C(k|k — 1)) In10e,W

(V(8n (klk —1))C(k[k — 1)) ]
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EKF total concentration estimate at thielk — 1) step can be approximated by

In 10ve,

klk—1
O, (ra,Ts;

1 — jwr(r)
L+ [wr(r)]?

0Fr,r.(0a) = ) / GHF=L (g, 7y 0) OHF L (1 s ) da(r)dr, (35)
w Q

Based on the assumptiomsiii) in CTM map subsection, the terms in the kernel of (35) can be computed as
follows: Based on the assumptio)) jtaze = flame- FUrthermore i,y andu,, s are linearly dependent by (12).
Thus, given theu... reconstruction based on (45) and (10) at kffe step, andu,, s obtained via EKF estimates
(fluorophore concentrations at different compartments and volume fractions)(at thel ) step,Gﬂkil(rd, W)
can be computed using (7) and (11). Similarly, given the. reconstruction based on (45) and (10) at ke

step, andu,,s estimate obtained via the EKF estimates of fluorophore concentrations at different compartments

and volume fractions at thgk|k — 1)*" step,@i'kil(rd, rs;w) can be computed as the solution of (45) and (10).
Finally, we assume th ﬁfﬂ,ffg])z is known.

Note that the calculation of the &echet derivative can be simplified under some additional assumptiong,.|f
does not vary with the slow-time variablg and thatj,,; < ftame, thenG,,(rq, 7;w) can be computed with
respect tou,,. and remains invariant with respect to the slow-time varigble

Using the chain rule, the first-orderé&ahet derivative ofFy, ., with respect to each element 6fis given by

In 10ve,

klk—1
O, (ra,Ts;

1 — jwr(r)
1+ [wr(r))?

OFp,r.(0C;) = )/QGW1(7’d77‘;w)‘1”2|k1(7‘ﬂ°s;w) 0C;v;(r)dr, (36)
w

wherewv;,i = 1,2, ..., n, denotes the volume fractions.
Similarly, the first-order Fechet derivative ofFy, . With respect to each element of, is given by

In 10ve,

klh—1
" (g, rsiw)

1 — jwr(r)
1+ [wr(r)]?

0Fp,r.(da,) = dv;(r)Ci(r)dr. (37)

s

/ank_l(m,r;w)@];k_l(r,rs;w)
Q

Note thata,, contains both pharmacokinetic-rate and volume fraction parameters. Howeverg¢thetderivative
of F with respect to pharmacokinetic-rates is zero sificelepends only on the volume fractions.

In our numerical simulations, we used finite elements with piece-wise linear first-order Lagrange polynomials to
discretize the domaif2 and thus to discretize the &het derivatives given in (36) and (37).

The EKF algorithms for the estimation of concentration and parameter images are different for the linear and
non-linear measurement models given in (13) and (16). When the linearized measurement model (16) is employed,
the operatoV is assumed to be constant throughout the dynamic update of the fluorophore concentration. This
leads to the inherent assumption that the dynamic changes in the fluorophore concentration can be modeled as

perturbation on the endogenous chromophore concentrations. For the non-linear measurement model (13), on the
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other hand, the Echet derivative is updated at every iteration of the EKF algorithm based ofkhe- 1)

update of the concentration and volume fraction estimates. While computationally more intense, the EKF algorithm
based on the non-linear measurement model eliminates the limiting assumption of restricting the dynamic changes
to perturbations from a constant endogenous chromophore concentration.

11) Convergence and Initialization of EKFThe convergence properties of the EKF has been studied in the
literature [49], [50], [53]-[55]. In general for the joint estimation of parameters and states the estimates may be
biased or divergent.

The main cause of divergence in EKF is due to the fact that there is no coupling term bé#wesmmd 6,,

[50], [53]. This lack of coupling betweeHn, and 8, may lead to divergence of the estimates. To overcome this
issue, for improved asymptomatic convergence properties, the EKF algorithm can be modified using the proposed
method given in [53]. However, as stated in [50] and [53] this modification imposes a high computational load
to the algorithm. Hence, in practical applications with large size matrices, instead of using the proposed method,
manual adjustments of the noise covariances mat#c¢&3, andR can be used to improve the converge properties

of the EKF which is called the “tuning of the filter” [50], [53]. In our work, as proposed in [50] and [53], we
regard the initial values of these matrices (which are nothing but the multiples of identity matrix) J.as tuning
parameters.

The asymptotic convergence-rate of EKF depends the initializatiof,oind C, and proper selection of the
noise covariance matrices, Q, andR [49], [50], [53]. The covariance matriR is the most important term that
controls the convergence-rate of the EKF [49]. It has been shown in [49] that with an appropriate choice of the
covariance matrbR, the asymptotic convergence-rate of the EKF may be improved significantly.

In this work, we change the values of covariance matrRe® andZ matrices and choose the values that lead
to minimum norm of error covariance matrix within biological limits.

Theoretically, the state estimates can be initialized at the expected value of the ICG concentratiBiGS(1.8.

One approach to the initialization of the parameters is to utilize the state-space presentation given in (21)-(23).
SinceE(¥(1)) = eWV4(0,,(1))E[C(1)], ¥(1)—eWV (0,(1))E[C(1)] is a zero-mean random vector. If we express

the variance of the measuremaht1) in terms of the variance d€(1) using the measurement model in (23), and
solve for@,,, we get the estimatén(l) as the most appropriate value for initialization.

In this work, we change the initial values of concentrations, pharmacokinetic-rates, volume fractions within

biological limits and pick the values that lead to minimum norm of error covariance matrix.
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In depth discussion on the convergence properties of the EKF, and the initialization of parameters and covariance
matrices can be found in [37], [49], [50], [53]-[55].

12) Computational Complexity of the EKF based Reconstruction Algorithmghis subsection, we derive the
computational complexity of the EKF based direct reconstruction algorithms based on the linear and non-linear
models in (31) and (32) under the assumptions outlined in sections VI-A and VI-B. We next derive the computational
complexity of the EKF based voxel-by-voxel pharmacokinetic-rate and concentration image reconstruction algorithm
that we introduced in [41] and compare it with the computational complexity of the algorithms introduced in this
paper.

The computational complexity of one recursion of the EKRIQm?h) + O(2mh?) + O(m3) + O(h?), where
m denotes the dimension of the measurement vectorhasehotes the dimension of the states [56].

For the EKF based direct reconstruction algorithm based on the linear measurement model (32), the number of
statesh is n(n + 2)N, wheren is the number of compartments, aid is the number of voxels. Typical values
of n, K, N, andm are tabulated in Table VI. Thus, assuming tBat’n(n + 2) ~ N2, 2mn?(n + 2)? ~ N%/2,
m?® ~ N°/2 andn3(n+2)® ~ N, the computational complexity of direct reconstruction algorithm for one recursion
of the EKF algorithm is given b)(N3)+O(N3)+O(N?)+O(N*), which is dominated by th&(N*) term. For
the non-linear measurement model (31), thecket derivative ofF has to be computed at every recursion, which
has a computational complexity 6¥(NyN? + N,N?) [61]. Assuming thatV; and Ny, < N2, the computational
complexity of every recursion of the EKF algorithm using the non-linear measurement ma@éNis). Hence,
the EKF based direct reconstruction algorithms using either the non-linear or linear measurement model have the

computational complexity of)(N*).

TABLE Il

POSSIBLE RANGE OF VALUES OF THE PARAMETERS USED FOR COMPLEXITY ANALYSIS

Number of compartments; 2—4
Total number of voxels)N 576 — 649
Size of measurement vectar, 128 — 256

Total number of stepsis’ 50 — 100

For the EKF based voxel-by-voxel construction algorithm that we introduced in [41], the number of sfases,
n(n+2) andm = 1. In this algorithm, the absorption coefficient images are reconstructed prior to pharmacokinetic-

rate images. In general, the computational complexity of this sté}{ > K) for a linear reconstruction algorithm,
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whereK is the number of slow-time steps. Assuming that(n +2) ~ N'/2, 2n2(n+42)%? ~ N, andn?(n+2)% ~

N3/2, the computational complexity of the voxel-by-voxel reconstruction algorithm for one recursion of the EKF is
given by O(N3K)+O(N3/2)+ O(N?)+O(N)+O(N°/?), which is dominated by th&(N3K) term. For the non-

linear measurement model, the computational complexity of reconstructing the absorption images of fluorophore is
O(N3Kp) wherep is the number of iterations performed in Born-type non-linear iterative reconstruction schemes.
Clearly, if the number of slow-time samples multiplied with the iteration numker, is of higher order than the

total number of voxels)V, then, the computational complexity of the direct reconstruction algorithm is smaller
than that of the voxel-by-voxel algorithm. However, for the current dynamic imaging systémss smaller than

N. On the other hand, the EKF based direct reconstruction algorithms offer a number advantages that may justify
such an increase in computational requirements.

The algorithm stores three covariance matri@e®RR, andZ with sizenN xnN, m x m, andn(n+1)N xn(n+
1)N, respectively. For each iteration, the algorithm stores a measurement matrix of side stores and updates
the error covariance matriR, of sizen(n + 2)N x n(n + 2)N, Kalman gain matrixH, of sizen(n +2)N x m,

A matrix of sizem x n(n+ 2)N, andJ matrix of sizen(n + 2)N x n(n + 2)N. The algorithm also stores all the
updates of the concentrations and parameters which are ohgize 2) N x 1.

13) Numerical Simulations and Pharmacokinetic-rate Image Reconstructioririreivo Breast Data: We tested
the performance of our approach using simulated data,iramil/o data acquired from three patients with breast
tumor. We first present the numerical simulations and compare the performance of direct reconstruction algorithm
(for both the linear and non-linear measurement models) with that of voxel-by-voxel reconstruction algorithm
presented in [41]. Next, we present the pharmacokinetic-rate images reconstructed friembreast data.

14) Numerical Simulations:We performed a simulation study using the two-compartment model for ICG
pharmacokinetics and the light propagation model. Using physiologically relevant values for the pharmacokinetic
rates,kin, kout, keim, and volume fractionsy., v,, given in Table Ill, we simulated the boundary measurements,

W (k), k=1,...,K, for a tissue-like 2-D phantom. The maximum transition rate&;pfand k,,; are simulated

at the center of the image and smoothly decreased towards the boundaries based on the results given in [38], [41]
The fluorescence quantum efficiency and lifetime of ICG are assumed to be constant and set to 0.016 and 0.56
ns, respectively. The modulation frequency was set to 300 MHz. The physical dimension of the 2-D phantom was

chosen 6 cm by 6 cm. The image domain was discretized into 24 by 24 pixels each of size 0.25cm by 0.25 cm. As

a prior model, we employed a four-pixel neighborhood magglet 1/4 due to rectangular nature of the geometry.
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24 sources and 24 detectors along the boundary of the phantom were used to generate simulated data as shown
Figure 4. The values of.;,, v. andv, in Table Ill correspond to the average values of the heterogeneities from

the 24 by 24 pixel phantom images.

TABLE 1l

PHYSIOLOGICAL VALUES FOR NUMERICAL SIMULATIONS

Maximum value ofk;,,  0.037 sec™!

Maximum value ofkoyu;  0.029sec™t

keim 0.0054sec™?
Ve 0.3

Up 0.04

Haze 0.05¢m™ !
s 8cm™?!

Fig. 4. The source detector configuration for the numerical phantom. Rectangular shapes present the detectors and the triangular ones

present the sources.

We tested the EKF based direct reconstruction algorithm based on both the non-linear (31) and linear (32)
measurement models. In the linear model, we computed the nvdthased on the background,. ,,, and assumed
that it is constant throughout the dynamic update of the fluorophore concentrations. For the non-linear model, we
updated the Fachet derivative of, at every iteration of the EKF algorithm based on tigk — 1) update of
the concentration and volume fraction estimates as defined in (35)-(37). In the update oéc¢het Fterivatives,
we assumed that... is constant, angigme > famy. As a result, we computed',,(rq, 7;w) once, and did not
update at every recursion, but updated ﬂfék_l(r,rs;w) at every recursion.

Fig. 5a and Fig. 6a show the phantom images of the pharmacokinetickgtesd k..;. Fig. 5b and Fig. 6b

display the corresponding,, andk,,; images reconstructed by the EKF based direct reconstruction algorithm with
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the non-linear measurement model. Fig. 5¢ and Fig. 6c display the correspdngliagd k,,; images obtained
by the direct reconstruction with the linear measurement model. Figures 5d and 6d display the corregpgnding
andk,,; images using the voxel-by-voxel algorithm introduced in [41]. We observe that there is a good agreement
between the true and the estimated images in terms of localization of the heterogeneities. In all three reconstruction
algorithms, the center of the heterogeneity is consistent with the ones in the original phantom images. Visual
inspection of reconstructed images shows that the EKF based direct reconstruction algorithm leads to smoother anc
less noisy images than that of the voxel-by-voxel reconstruction.

To quantify the difference between the reconstructed and true images, we used the normalized mean square erro

(NMSE):
| ’X'r'econ - Xt'rue ’ ‘2
HXtrue‘ ‘2

Note that NMSE= —SNR where SNR stands for signal-to-noise-ratio. Té#aabulates the NMSE values for

kin and k. images for three different reconstruction methods. For the direct reconstruction algorithm with the
non-linear measurement model, the NMSE gy and k,,; images are -19.77 dB and -18.49 dB, respectively. For
the direct reconstruction algorithm with the linear measurement model, the NMSE, fand k,,; images are
-18.45 dB and -17.65 dB, respectively. Finally, for the voxel-by-voxel construction algorithm, the erigy, fand

kowt images are -16.88 dB and -15.90 dB, respectively.

Next, we studied the effect of measurement noise in the performance of the direct reconstruction algorithm and
compared it with that of the voxel-by-voxel algorithm. We added zero-mean white Gaussian noise with standard
deviation equal to % to 15% of the average of the measurements with a step size 6t.2/8e generated 15
realizations of the Gaussian noise at each level and determined NMSE based on 15 reconstructions. Fig. 7(a) anc
(b) show the NMSE versus the measurement noise for 5 different noise levéls f@and k.. images, respectively.
Clearly, the NMSE in the reconstructdg, and k,,; images increases as the measurement noise increases. The
pharmacokinetic-rate images obtained with the direct reconstruction algorithm (both linear and non-linear cases)
together with the prior information results in smaller error values as compared to the voxel-by-voxel reconstruction
algorithm. Moreover, the direct reconstruction algorithm using the non-linear measurement model resulted in smaller
error values as compared to the direct reconstruction algorithm with the linear measurement model.

We also studied, the effect of initialization of the covariance matfi&3, andZ in the reconstructed pharmacokinetic-
rate images. We chose the initial values of concentrations, pharmacokinetic-rates, volume fractidnQaart Z

matrices that lead to minimum norm of error covariance matrix within biological limitsRLeta11, Q = asl, and
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Z = asl, wherel is an identity matrix, andx = [«; a2 «ag]. Table IV presents the norm of the error covariance
matrix for k;, andk,,; for different values ofx using both linear and non-linear direct reconstruction algorithms.
The optimala is [0.012 0.051 0.0025]. We observed that optimat results in visually better quality images than

that of othera values.
TABLE IV

NORM OF THE ERROR COVARIANCE MATRIX a = [0.012 0.051 0.0025]

LINEAR RECON NON-LINEAR RECON

a/l10 224.54 215.93
al5 152.40 143.36
al2 104.34 97.34
a 77.18 63.45
20 107.91 95.39
3a 148.29 140.70

In general, the improvements in the direct reconstructed images can be attributgthmuée of spatio-temporal
prior model for the pharmacokinetic-rate images which leads to more robust algorithms and smoother iMages; (
efficient use of the inherent temporal correlations in NIR measurements by combining spatial (photon propagation)

and temporal (compartmental) models.

-15.5F
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-15¢ Voxel-by-voxel 1
-15.5¢ q

Direct-Linear

I
=
Lo L
5 6 5

Direct-Linear

NMSE (dB)

Direct-Non-linear Direct-Non-linear

5 75 10 125 15 5 75 10 125 15
Additive white Gaussian Noise Level (%) Additive white Gaussian Noise Level (%)

(@) (b)

Fig. 7. NMSE vs measurement noise levels for the direct and voxel-by-voxel reconstruction algorithms ifapges, (b)k... images.

15) Pharmacokinetic-rate Images from in vivo Breast Dafge usedn vivo breast data acquired by a continuous
wave (CW) NIR imaging apparatus to reconstruct the pharmacokinetic-rate images of ICG. The apparatus has 16

light sources and 16 detectors located on a circular holder at an equal distance from each other with 22.5 degrees
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apart. Sources and detectors were collocated and were in the same plane. The breast was arranged in a pendul
geometry with the source-detector probes gently touching its surface. A set of measurement for each source was
collected at every 500 ms. The total time for the whole scan of the breast including 16 sources and 16 detectors was
8.8 seconds. The detectors used the same positions as the sources to collect the light originating from one sourc
at a time. Only the measurements from the farthest 11 detectors with high SNR were used in image reconstruction.
This resulted in approximately 115 viable measurements out of 256 measurements collected at each time instant.
ICG was injected intravenously by bolus with a concentration of 0.25 mg per kg of body weight. Data acquisition
started before the injection of ICG and continued for 10 minutes.

Three patients with different tumor types were included in the study. First case, Case 1, is a fibroadenoma, which
corresponds to a mass estimated to b& m in diameter, and located 1 cm below the skin. Second case, Case
2, is an adenocarcinoma corresponding to a tumor estimated te-®e@ in diameter, and located approximately
2 cm below the skin. Third case, Case 3, is an invasive ductal carcinoma, which corresponds to a mass estimatec
to be 3-4 cm in diameter, and located 2 cm below the skin. Diagnostic information was obtained by biopsy after
data acquisition. A more detailed explanation of the apparatus, the data collection protocol and tumor information
can be found in [40].

We used a two-compartment model for the ICG pharmacokinetics as described in (3), (4) and (5). We combined
the two-compartment model with the linear measurement model (16). For computational tractability, we used a
2-D diffusion model for both direct and voxel-by-voxel reconstruction. (See [68]-[71] for a detailed discussion of
errors resulting from using 2-D diffusion model for 3-D light propagation in breast tissue.) We made the following
simplifying assumptions: The diffusion coefficied, is constant and is equal to 0.0416 cm. The endogenous
absorption coefficient at the excitation and emission wavelength are approximately theusame; tqz.. Thus,
we determined~¢, and¢¢ based on (7) using the excitation measurements prior to ICG injection. We next set the
left hand side of (16) to excitation measurements after the ICG injection and reconstructed two-dimensional ICG
pharmacokinetic-rate and concentration images based on (30) and (32). The resulting measurement model is knowr
as the differential diffuse optical tomography model. A more detailed description of the model can be found in
[40], [41], [62]. As a prior model, we employed a six-pixel neighborhood magtiel 1/6 due to circular nature
of the geometry. The initial values for the pharmacokinetic-rates and covariance matrices were regarded as tuning
parameters and the values that lead to minimum norm error covariance matrix were chosen as initial values.

The resulting ICG pharmacokinetic-rate images are shown in Fig. 8, 9 and 10. The images show that there is a good
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agreement with the location of the heterogeneity in the images and the physical location of the tumors. Our results
show that the pharmacokinetic-rates are higher around the tumor region agreeing with the fact that permeability
increases around the tumor region due to compromised capillaries of tumor vessels [63], [64]. Additionally, we
reconstructed the ICG concentration images for plasma and the EES compartments. Figures 11-16 show the ICG
concentration in plasma and the EES for 3 different time instants for Case 1, 2, and 3, respectively. We observed
that the ICG concentrations in plasma and the EES compartments are higher around the tumors agreeing with the
hypothesis that around the tumor region ICG leaks out of damaged capillaries of tumor vessels.

Although the number of available patient data is limited, our results indicate that the pharmacokinetic-rate imaging
may provide new approaches to evaluate and improve breast cancer diagnosis, staging, and treatment monitoring
Such approaches may include extraction of new quantitative features from ICG pharmacokinetic-rate images, and

statistical analysis of spatial distribution of pharmacokinetic-rates.

(@) (b)

Fig. 8. Case 1: Direct reconstructed pharmacokinetic-rate images &f.{afb) kow:.

(a) (b)

Fig. 9. Case 2: Direct reconstructed pharmacokinetic-rate images &f.{afb) kou:.
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Fig. 11. Direct reconstructed ICG concentration images in plasma for Case 1 fat6(@f", (b) 334.4*", and (c)422.4*" seconds.
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Fig. 12. Direct reconstructed ICG concentration images in the EES for Case 1 ft6df", (b) 334.4"", and (c)422.4"" seconds.
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Fig. 13. Direct reconstructed ICG concentration images in plasma for Case 2 f22%&}", (b) 316.8", and (c)404.8'" seconds.
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Fig. 14. Direct reconstructed ICG concentration images in the EES for Case 2 f22g(&)", (b) 316.8'", and (c)404.8" seconds.
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Fig. 15. Direct reconstructed ICG concentration images in the plasma for Case 3 fai6(4)", (b) 378.4'", and (c)510.4'" seconds.
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Fig. 16. Direct reconstructed ICG concentration images in the EES for Case 3 fat6(d)”, (b) 378.4'", and (c)510.4"" seconds.
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B. AIM 3 - Evaluation of NIR Optical Features for Breast Cancer Diagnosis usingvo Patient Data

The SOW with regard to Aim 3 includes the following specific tasks:

o Task 1. Determine statistical variability of each NIR feature inside and outside the suspected tumor in an
individual and evaluate the statistical significance of the measured difference with the instrumentation precision.
12-18th month

o Task 2. Design statistical classifiers to determine the ROC of each NIR feature for an indidifitZdth
month

o Task 3. Evaluate the ROC, positive predicted value (PPV) and negative predicted value (NPV) of various
combinations of the NIR features for an individua#-27th month

o Task 4. Investigate the significance of the measured difference between malignant and benign tumor patient

groups for single and combined NIR featur@3-30th month

This work presents the evaluation of a set of optical features extractedifremio near-infrared spectroscopy
data obtained from 116 patients with breast tumors for breast cancer diagnosis.viteedata was collected from
44 patients with malignant and 72 patients with benign tumors. Three features, relative blood volume concentration,
oxygenation desaturation and the size of the tumor, are used to differentiate benign and malignant tumors. The
diagnostic capability of these features are evaluated using different classifiers including nearest mean, neural
network, support vector machine, Parzen, and normal density-based classifiers. The area under the receiver operatin
characteristics curve of the nearest mean classifier using the three features yields the best value of 0.91. This resul
suggests that relative blood volume concentration, oxygenation desaturation and size information can differentiate
malignant and benign breast tumors with a relatively high precision.

1) Apparatus:In this study, a continuous wave (CW) near infrared spectrometer (NIRS) was used in collecting
thein vivo data [94]. The apparatus includes a probe. The probe consists of one multi-wavelength (730nm, 805nm,
and 850nm) LED as a light source at the center of the probe, and 8 silicon diodes as detectors arranged in a
circular geometry with 4 cm radius as shown in Fig. 17. The light intensity from the detectors was adjusted to be
approximately 1 volt and calibrated with a phantom with known absorption and scattering coeffigjgr@0é to
0.07cm~! andp,= 8 em™).

2) Patients and ProtocolThein vivo data was collected at two centers, the Abramson Family Cancer Research
Institute, Department of Radiology of the Hospital of University of Pennsylvania (HUP), and the Department of

Gynecology of Leipzig University (DGLU). HUP provided 24 patients with malignant and 64 patients with benign
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Fig. 17. The NIR probe with a multi-wavelength LED and 8 silicon diodes as detectors.

tumors. DGLU provided 20 patients with malignant and 8 patients with benign tumors.

The measurements were taken on the tumor-free contralateral breast to include the mirror image location of the
suspected tumor. The probe was then transferred to the breast with suspected tumor. The detectors giving the large:
changes with respect to the contralateral breast were assumed to be related to tumor and used for diagnosis.

3) Optical Features:In this study, three features, namely, relative blood volume concentralify,, oxygena-
tion desaturationA Deoxy, and the size of the tumo§, are used.

ABYV, and ADeoxy values are obtained based on a lipid blood oxygen model [94]. Thus, the charigjé in

and Deoxy are relative to the contralateral breast:
ABV = ABViumor — ABVeontra (38)
ADeoxy = ADeoxyrumor — ADeorYcontra (39)

where ABViymor, ABVeonire are relative blood volume concentration in the tumor breast with respect to the
contralateral breast, respectively, addeoxyiymor, ADeoxyconira are relative oxygenation desaturation in the
tumor breast with respect to the contralateral breast, respectively.

The relative blood volume concentratiah BV, and the oxygenation desaturatidvDeoxy, can be approximated
at two different wavelengths by

ABV ’7AOD730 + AODgsg (40)
ADeoxy x BAOD739 + AODgsg (41)

where AO D739, and AO Dgso denote the relative changes in optical density at 730 nm and 850 nm, respectively,
~ = 0.3, and§ = 1.3 are the matching constants, add D is the differential optical density given by

AOD = log% (42)
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where [ is light intensity after absorption and scattering, dgds the baseline light intensity obtained from the
contralateral breast.

To demonstrate the utility of equations (40) and (41), and obtain the matching con&&hits,and A Deozy
were calculated using:

ABV o A[Hb| + A[HbO,) (43)
ADeoxy o< A[HbO3] — A[Hb) (44)

where A[Hb] and A[HbO-] denote the relative change in deoxyhemoglobin (Hb) and oxyhemoglobi ) klith
respect to the collateral breast.

The concentrations oA [Hb] and A[HbO2] were calculated using:
AOD =eACAL (45)

whereOD is the optical density is the known extinction coefficients of Hb, b, C' is the concentrationl. is
the mean path-length of photons. Heresz 1 cm™!, and AL = 4 cm for a differential path-length factor of 7-8
[94], [95].

4) Feature Analysis and Tumor Classificatioin this section, we present the classifiers, training techniques,
statistical analysis of the dataset, and the malignancy differentiation criteria. Before we begin our discussion, note
that, in our context, dataset is the set which contains all malignant and benign cases; training and test sets are
subsets of the dataset.

Figure 18 shows the distribution of the three features for 116 patients. Blue circles indicate malignant cases and
pink circles indicates benign cases. Note that the malignant class has a large spread as compared to benign clas:
5) Classifiers: We evaluate the malignancy differentiation capability of the individual features and various
combinations of the these features using 5 different classifiers, namely, Parzen density-based classifier (PAR),
neural network classifier (NEURC), support vector classifier (SVC), normal densities-based quadratic classifier

(NDC), scaled nearest mean classifier (NMSC) [96]—-[100].

In Parzen density-based classification technique, given a kernel function, the probability distribution of the training
set is approximated via a linear combination of kernels and a test set is assigned to the class with maximal posterior
probability [100].

The support vector classifiers are based on support vector machines. In support vector machine based classificatior

each data point in the dataset is represented by a k-dimensional vector. Assuming, each data point belongs to only
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Fig. 18. Distribution of three feature\ABV, ADeoxy, and S for 116 patients. Blue circles indicate malignant cases and pink circles

indicates benign cases.

one of two classes, the support vector classifier separate the dataset with a "k minus 1” dimensional hyperplane
with maximum separation between the two classes. In other words, the nearest distance between a data point ir
one hyperplane and a data point in the other hyperplane is maximized [96]-[98].

The NDC is based on computation of a quadratic discriminant functional for the classes in the dataset using
normal densities. Similarly, NMSC uses a linear discriminant functional for the classes in the dataset assuming
equal class variances [100].

6) Classifier Training Techniquesihe classifiers are trained by using three different training techniques, namely,
hold-out,n-fold cross validation, and leave-one-out techniques [91], [99], [100]. In hold-out technique the original
dataset (malighant and benign cases) is split into training and test sets randomly. The training set is used for
generating the classification model and the test set is used to test the classification performance of the classifier.
To obtain more reliable results for hold-out training technique, we repeated the classification with different sub-
samples, i.e., in each repetition, a certain proportion is randomly selected for training, the rest of data is used for
testing. The error rates on different repetitions are averaged to yield an overall performance of the classifier. In the
hold-out technique different test sets overlap hence it is not optimal. In order to prevent overlapping, we used the
n-fold cross-validation training technique with training set size equaVte N/n and test set siz&//n. Heren

is the number of subsets ard is the total number of the cases including both malignant and being cases. In this
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technique, we split the total number of cases inte: 10 subsets of equal size and use each subset for testing and

the remainder subset for training. The results are then averaged to get and overall classification performance. To

improve our results further, we use a special case of cross-validation technique, the leave-one-out technique, with

n = N. In this technique, one sample is used for testing, and the remanfibgamples are used for training the

classifier. More detailed discussions on these classifiers and training techniques can be found in [91], [99], [100].
We evaluated the malignancy differentiation capability of the following individusB{, ADeozxy, S) and

combined features\BV-A Deoxy, ABV- ADeoxy-S).

1. STATISTICAL ANALYSIS OF CLINICAL DATA

We evaluated the diagnostic capability of different combinations of optical features based on receiver operating
characteristics (ROC) methodology using different classifiers and training techniques [81]-[83]. The ROC curve
is obtained by plotting the probability of false positive rate versus the probability of detection. The evaluation of
classification method is done using area under the ROC curve (AUC).

First, we evaluated the classification performance of all three features combined. Table V presents the AUC
values for 5 different classifiers using three different training techniques. The AUC values of 5 different classifiers

using leave-one-out training technigue range from 0.8864 to 0.9098 with NMSC performing the best.

TABLE V

AUC VALUES FOR DIFFERENT CLASSIFIERS FORABV -A Deoxy-S

NMSC PAR SvC NDC NEURC

Leave-one-out 0.9098t 0.0065 0.904% 0.0048 0.901%0.0057 0.8984+0.0038 0.88640.0051
Cross-validation 0.8905:0.0044  0.88630.0039  0.88020.0066 0.873#0.0029 0.870%0.0072

Hold-out 0.8839:0.0040 0.878%0.0058 0.87430.0027 0.870%0.0062 0.868%0.0066

TABLE VI

AUC VALUES FOR DIFFERENT CLASSIFIERS FORA BV -A Deoxy

NMSC PAR SvC NDC NEURC

Leave-one-out 0.90010.0029 0.89930.0043 0.8902:0.0026 0.89080.0073 0.87920.0048
Cross-validation 0.8896:£0.0054 0.88530.0070 0.883&80.0019 0.884#0.0062 0.87030.0071

Hold-out 0.8802:0.0048 0.876%0.0055 0.87120.0091 0.86980.0047 0.8622:0.0063

Next, we evaluated the performance of the two features measured by NIR spectroscopy, Adméland
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ADeoxy. Table VI presents the AUC values for 5 different classifiers. The AUC values of 5 different classifiers
range from 0.8792 to 0.9001 using leave-one-out training technique. Figure 19 show the distribution of features

ABYV, and ADeozy extracted from benign and malignant tumors together with 5 different classifiers.
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Fig. 19. 5 different classifiers and BV -ADeoxy 2-D data clustering.

We next evaluated the individual classification performance of the three features. Table VII presents the AUC
values for 5 different classifiers for the featukd3V'. The NMSC has the best performance in terms of classification
with a AUC value of 0.8817. Table VIII presents the results 5 different classifiers for the featleery. The

NMSC has the best performance in terms of classification with a AUC value of 0.8787. Table IX presents the
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Fig. 20. ROC curves foABV-ADeoxy-S and ABV-ADeoxy using NMSC classifier.
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results of 5 different classifiers for the featu#eThe NDC has the best performance in terms of classification with
a AUC value of 0.5612.

As it can be seen from Table V, the best performing feature set is the combination of the three features. However,
the combination set of optical features, obtained using optical spectroscopy, can differentiate breast tumors with a
relatively high precision with a AUC value of 0.9001 (Table VI). Similarly, optical featue8) andA Deozxy, also
performed well with AUC values of 0.8817 and 0.8787, respectively (Tables VII and VIII). We can also conclude

from Table IX that, the tumor size alone is not informative in differentiating benign and malignant tumors.

TABLE VII

AUC VALUES FOR DIFFERENT CLASSIFIERS FORABV

NMSC PAR SvC NDC NEURC

Leave-one-out 0.88170.0036 0.88020.0060 0.87940.0047 0.87790.0032 0.8513%0.0051
Cross-validation 0.8742£0.0058 0.87120.0069 0.871%0.0061 0.86930.0070 0.846%0.0038

Hold-out 0.8703£0.0021 0.865#0.0042 0.86340.0018 0.861#0.0081 0.83920.0067

TABLE VI

AUC VALUES FOR DIFFERENT CLASSIFIERS FORA Deoxy

NMSC PAR SvC NDC NEURC

Leave-one-out 0.878A-0.0044 0.87640.0053 0.873&0.0069 0.871%0.0032 0.84910.0060
Cross-validation 0.8703:0.0032 0.868&0.0048 0.8604:0.0076 0.85980.0059 0.8412:0.0082

Hold-out 0.8656£0.0056 0.86020.0041 0.856%0.0058 0.85040.0071 0.8382:0.0046

Figure 20 presents, the ROC curves for all three features, and the best two features, Adveelyy and ABV
using the scaled nearest mean classifier. The observed area under the ROC c®B& tdx Deoxy-S, andABV -
ADeozxy are 0.9098, and 0.9001, respectively. Figure 21 presents the ROC curves for individual féaiires
and A Deoxy using the scaled nearest mean classifier. The observed AUS B3r, and A Deozy are 0.8817 and
0.8787, respectively.

Next, we checked whether the AUC values obtained for different combinations of features are statistically different
or not. If so, we can declare that some combination of features are more informative than the others for diagnostic
purposes. To check the statistical difference in performance, we set up a two class hypothesis testing problem. The
null hypothesis corresponds to the case of AUEAUC, while the alternative hypothesis corresponds to (AUC

# AUC,). The hypothesis test described above is reexpressed as follows:
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TABLE IX

AUC VALUES FOR DIFFERENT CLASSIFIERS FOR

NMSC PAR SvC NDC NEURC

Leave-one-out  0.51280.0101 0.5292:0.0088 0.529%0.0074 0.5612:0.0081 0.5382:0.0092
Cross-validation  0.505#0.0069 0.52330.0084 0.5204-0.0069 0.5585t0.0072 0.530%0.0113

Hold-out 0.500#0.0078 0.51840.0061 0.51780.0091 0.5478:£0.0046 0.52670.0082

Hy : = AUC; =AUC, (No difference in performance)
H, : = AUC; # AUC, (Statistical difference in performance)
We assume that the features are jointly Gaussian distributed and computedttistics as:

AUC, — AUC,

\/0'% + 05 — 2ro109

(46)

where r is the correlation coefficient of AUCand AUG, a%, and oﬁj are the variance of AUCand AUG,
respectively.

Next, we calculated the p-value based on thstatistics [92], [93]. We reject the null hypothedts if the
p-value is smaller than 0.05 (a predefined significance level), otherwise we accept the null hypothesis.

We first compared the AUC values of combined featufeBV'- A Deoxy-S, AUC (ABV-ADeoxy-S), with
AUC (ABV-ADeozxy) obtained by using the NMSC classifier trained with leave-one-out technique. The p-value is
calculated to be 0.144. Using the hypothesis test described above, we conclude that there is no significant difference
in performance using the tumor size information together with the optical featii8%; and ADeoxy. We next
compared the AUC values of AUGBV) and AUCA Deoxy) obtained by using NMSC classifier. The p-value is
calculated to be 0.361. Again, we found out that there is no significant difference between the diagnostic capability
of ABV and ADeoxy. We also compared the values of AUCBV -A Deoxy) with that of AUCABV) and
AUC(A Deozy). The p-values are 0.0371, and 0.0401. Using these values, based on the hypothesis testing, we can
conclude that combination of optical features has better diagnostic capability then that of individual f&gBires
and A Deozy. Finally, we compared the AUC values of AUSBV) and AUCA Deoxy) with the AUC value of
AUC(S) obtained by using NMSC classifier. The p-values are 0.0103 and 0.0178, respectively. Using the hypothesis
test, there is a significant difference in the classification performance of the optical fe&fi#&sand A Deoxy,
when compared to the tumor size information.

Using the same hypothesis testing problem defined above, we compared the performances of different classifiers

in terms of the AUC values obtained using three features trained with leave-one-out technique. The AUC value of
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NMSC classifier is statistically different from the AUC values of PAR, SVC, NDC, and NEURC classifiers with
p-values of 0.0312, 0.0274, 0.0201, 0.0113, respectively. We also compared the performance of PAR classifier
with SVC, NDC, and NEURC classifiers. The AUC values of PAR and SVC classifiers are not statistically
different in terms of classification of three features, with a p-value of 0.182. However, the AUC value of PAR
classifier is statistically different from the AUC values of NDC and NEURC classifiers with p-values of 0.0234,
0.0217, respectively. Similarly, the AUC value of SVC classifier is statistically different from NDC and NEURC
classifiers with p-values of 0.0118, 0.0152, respectively. Finally, we compared the performances of NDC and
NEURC classifiers. The AUC value of NDC classifier is statistically different from the AUC value of NEURC

classifier with a p-value of 0.0385.
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IV. KEY RESEARCH ACCOMPLISHMENTS

1) We demonstrated, for the first time in the literature, the value of spatially resolved pharmacokinetic-rates as
opposed to bulk-rates using in vivo breast patient data. This work was published as a journal papsica
in Medicine and Biology(1). The paper was downloaded more than 250 times within the first three months
after its publication and was ranked among the td@¥ of all papers published by the Institute of Physics.

2) We developed methods of reconstructing pharmacokinetic-rate images directly from NIR boundary measure-
ments and applied our technique to in vivo breast cancer data. The results show that the technique is robust
and provides better signal-to-noise ratio images. We submitted our resuE&o Transactions in Medical
Imaging

3) We further analyze the NIR parameters collected from 116 patients using NIR spectroscopy. This work is

currently being prepared as a journal paper.

V. REPORTABLE OUTCOMES
Complete list of outcomes is given below:

1) B. Alacam, B. Yazici, X. Intes, B. Chance, S. Nokia, “Pharmacokinetic-rate Images of Indocyanine Green
for Breast Tumors using Near Infrared Optical Methods, Physics in Medicine and Biology, Vol. 53, No: 4,
pp: 837-859, 2008.

2) B. Alacam, B. Yazici, X. Intes, B. Chance, Direct Reconstruction of Spatially Resolved Pharmacokinetic
Rate Images of Optical Fluorophores from NIR Measurements, submittdeEt Transactions in Medical
Imaging

3) B. Alacam, B. Yazici. B. Chance, S. Nioka, “Evaluation of NIR Optical Features for Breast Cancer Diagnosis
usingin vivo Patient Data,” to be submitted t&EE Transactions in Biomedical Engineering

4) B. Alacam, B. Yazici. B. Chance, S. Nioka, “Characterization of Breast Tumors with NIR Methods using
Optical Indices, inProc. of IEEE EMBS-29th Anniversary Conferenpp. 5186-5189, Lyon, France, August
2007.

5) M.Guven, B. Yazici, E. Giladi, “Effect of discretization error and adaptive mesh generation for simultane-
ous reconstruction of scattering and absorption images in diffuse optical tomogRaphgedings of SPIE

Photonics WestVol. 6850, 68500W, January 2008.
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6) L. Reilly-Raska, M. Guven, B. Yazici, “Effect of discretization error and adaptive mesh generation for
fluorescence diffuse optical tomograproceedings of SPIE Photonics Wegbl. 6850, 68500B, January
2008.

7) L. Zhou, B. Yazici, V. Ntziachristos, “Fluorescence Molecular Tomography Reconstruction with a priori
Anatomical InformationProceedings of SPIE Photonics Westl. 6868, 686800, January 2008.

8) M. Guven, B. Yazici, K. Kwon, E. Giladi, X. Intes, Effect of discretization error and adaptive mesh generation
in diffuse optical absorption imaging: Part II,” Inverse Problems, Vol. 23, pp: 1135-1160, May 2007.

9) M. Guven, B. Yazici, K. Kwon, E. Giladi, X. Intes, Effect of discretization error and adaptive mesh generation
in diffuse optical absorption imaging: Part I,” Inverse Problems, Vol. 23, pp: 1115-1133, May 2007.

10) M. Guven, B. Yazici, E. Giladi, and X. Intes, “Adaptive mesh generation for diffuse optical tomogréibhy,
IEEE International Symposium on Biomedical Imaging: From Nano to Magpo 1380-1383, 2007.

11) M. Guven, B. Yazici and V. Ntziachristos, “Fluorescence diffuse optical Image reconstruction with a priori
information, Proceedings of SPIE Photonics West 200@l. 6431, pp: 643107, 2007.

12) Murat Guven, who was partly supported by this grant, received his PhD degree in December 2007.

13) Burak Alacam, who was partly supported by this grant received his PhD degree in June 2008.

VI. CONCLUSIONS

In January 2008, we published our results on ICG pharmacokinetic-rate imaging applied to three in vivo patient
data with breast tumors iRhysics in Medicine and Biologpur paper is downloaded more than 250 times within
the next three months of its publication. We have received a note from Institute of Physics that our paper is ranked
among the tod0% among all journal papers published by Institute of Physics. The reviewer comments also pointed
out to the novelty of our work.

We continued our work on the reconstruction of pharmacokinetic-rate images from NIR boundary measurements.
Instead of the two-step decoupled approach described in our Physics in Medicine and Biology publication, this time
we studied the reconstruction of pharmacokinetic-rate images directly from the optical boundary measurements. This
approach couples the reconstruction of ICG concentration images and pharmacokinertic-rate images. As a result, it
takes advantage of inherent temporal and spatial correlations between consecutive optical boundary measurement:
This results in higher SNR than the pharmacokinetic-rate images obtained from absorption images. We assessel

the value of this approach im vivo data obtained from three patients with breast tumors and showed that they
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result in higher SNR than the images obtained with the two-step decoupled approach. We submitted our results to
IEEE Transactions in Medical Imaging.

We continued to analyze the 116 breast cancer patient data obtained using NIR spectroscopy and refine our
imaging algorithms. Thén vivo data was collected from 44 patients with malignant and 72 patients with benign
tumors. We used three features, relative blood volume concentration, oxygenation desaturation and the size of
the tumor, to differentiate benign and malignant tumors. We evaluated the diagnostic capability of these features
using different classifiers including nearest mean, neural network, support vector machine, Parzen, and normal
density-based classifiers. The area under the receiver operating characteristics curve of the nearest mean classifie
using the three features yields the best value of 0.91. This result suggests that relative blood volume concentration,
oxygenation desaturation and size information can differentiate malignant and benign breast tumors with a relatively
high precision. This work will be submitted as a journal paper to IEEE Transactions in Biomedical Imaging.

Murat Guven and Burak Alacam, who were partly supported by this grant, received their Ph.D. degrees in
December 2007, and June 2008, respectively.

We applied for a “No Cost Extension” for our grant to complete the Aim 4 of our project. The main impediment
to our progress has been the retirement of our collaborator, Prof. Britton Chance of University of Pennsylvania. His
retirement interrupted the MR-NIR patient data collection. The novel concurrent imager is now taken over by Prof.
Arjun Yodh of University of Pennsylvania. We reached an agreement with Prof. Yodh to collaboratively collect
data in the next one year and analyze it. We are confident that we will complete Aim 4 of our project and submit

a final report in the next reporting cycle.
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Abstract

In this paper, we develop a method of forming pharmacokinetic-rate images
of indocyanine green (ICG) and apply our method to in vivo data obtained
from three patients with breast tumors. To form pharmacokinetic-rate images,
we first obtain a sequence of ICG concentration images using the differential
diffuse optical tomography technique. We next employ a two-compartment
model composed of plasma, and extracellular—extravascular space (EES), and
estimate the pharmacokinetic rates and concentrations in each compartment
using the extended Kalman filtering framework. The pharmacokinetic-rate
images of the three patient show that the rates from the tumor region and
outside the tumor region are statistically different. Additionally, the ICG
concentrations in plasma, and the EES compartments are higher around the
tumor region agreeing with the hypothesis that around the tumor region ICG
may act as a diffusible extravascular flow in compromised capillary of cancer
vessels. Our study indicates that the pharmacokinetic-rate images may provide
superior information than single set of pharmacokinetic rates estimated from
the entire breast tissue for breast cancer diagnosis.

(Some figures in this article are in colour only in the electronic version)

1. Introduction

Near-infrared (NIR) diffuse optical imaging offers several advantages over other imaging
modalities (Arridge 1999, Boppart et al 2004, Gu et al 2004, Intes and Chance 2005, Mahmood
et al 1999, Sevick-Muraca et al 1997, Yodh and Chance 1995). NIR techniques are minimally
invasive, easy to use, relatively inexpensive and can be made portable. Moreover, optical
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techniques, when coupled with contrast agents, have the potential to provide molecular/cellular
level information, which can improve cancer detection, staging and treatment monitoring
(Alacam et al 2006, Cuccia et al 2003, Intes et al 2003, Mahmood et al 1999, Sevick-Muraca
et al 1997).

Among many commercially available optical contrast agents, only indocyanine green
(ICG) is approved for use in humans by the Food and Drug Administration (ElDeosky et al
1999, Hansen et al 1993, Shinohara et al 1996). ICG is a blood pooling agent that has different
delivery behavior between normal and cancer vasculature. In normal tissue, ICG acts as a
blood flow indicator in tight capillaries of normal vessels. However in tumors, ICG may act
as a diffusible (extravascular) flow in leaky capillary of vessels (Alacam et al 2006, Cuccia
et al 2003, Ntziachristos et al 2000, Vaupel et al 1991). Therefore, pharmacokinetics of ICG
has the potential to provide new tools for tumor detection, diagnosis and staging.

One approach to analyze pharmacokinetics of contrast agents is the compartmental
modeling (Anderson 1983, Jacquez 1972, Tornoe 2002). A number of studies using
compartmental modeling were reported to show the feasibility of ICG pharmacokinetics in
tumor characterization (Alacam et al 2006, Cuccia et al 2003, Intes et al 2003). Cuccia et al
(2003) presented a study of the dynamics of ICG in an adenocarcinoma rat tumor model using
a two-compartment model. Intes et al (2003) presented the uptake of ICG in breast tumors
using a continuous wave diffuse optical tomography apparatus using a two-compartment
model. We recently introduced the extended Kalman filtering (EKF) framework to model and
estimate the ICG pharmacokinetics and tested three different compartmental models for the
ICG pharmacokinetics using the in vivo NIR data collected from Fischer rats with cancerous
tumors (Alacam et al 2006). Our study suggests that the pharmacokinetic rates out of the
vasculature are higher in edematous tumors as compared to necrotic tumors.

In all the studies described above, the pharmacokinetic rates are assumed to be constant
over a tissue volume that may be as large as the entire imaging domain. However,
pharmacokinetic rates are expected to be different in healthy and tumor tissue as reported
in positron emission tomography (PET) and magnetic resonance imaging (MRI) literature.
It was shown that the spatially resolved pharmacokinetic-rate analysis provides increased
sensitivity and specificity for breast cancer diagnosis (Mussurakis et al 1997, Su et al
2005, Sun et al 2006). For example, Sun et al (2006) showed that FAU (1-2'-deoxy-2'-
fluoro- B-D-arabinfuranosyl urasil, a PET contrast agent) accumulation in tumor regions is
significantly higher when compared to normal breast tissue based on pharmacokinetic-rate
images. Mussurakis et al (1997) showed that the pharmacokinetics of gadolinium-DTPA (an
MRI contrast agent) can be used to differentiate between malignant and benign breast tumors
with a high accuracy. It has also been shown that the spatially resolved image interpretation
is superior to the isolated use of quantitative pharmacokinetic rates.

In the area of diffuse NIR spectroscopy and imaging, a number of studies on spatially
resolved pharmacokinetic rates has been reported (Gurfinkel et al 2000, Milstein et al 2005).
Gurfinkel et al (2000) presented in vivo NIR reflectance images of ICG pharmacokinetics to
discriminate canine adenocarcinoma (located at 0.5—1 cm depth) from normal mammary tissue.
These images were generated by a non-tomographic technique using a CCD camera that is
suitable only for imaging tumors close to surface. Milstein ez al (2005) presented a Bayesian
tomographic image reconstruction method to form pharmacokinetic-rate images of optical
fluorophores based on fluorescence diffuse optical tomography. Numerical simulations show
that the method provides good contrast. However, no real data experiments were presented to
study the diagnostic value of spatially resolved pharmacokinetic rates.

In this paper, we present a method of forming pharmacokinetic-rate images and report
spatially resolved pharmacokinetic rates of ICG using in vivo NIR data acquired from three
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patients with breast tumors. To the best of our knowledge, our work is the first study
presenting the pharmacokinetic-rate images of an optical contrast agent using in vivo breast
data based on tomographic techniques. We first develop a set of spatio-temporally resolved
ICG concentration images based on differential diffuse optical tomography. We model the
ICG pharmacokinetics by a two-compartment model composed of plasma and extracellular—
extravascular space (EES) compartments. We then estimate the ICG pharmacokinetic rates
and the concentrations in different compartments based on the EKF framework (Alacam
et al 2006). We show that the pharmacokinetic rates from the tumor region and outside the
tumor region are statistically different. We also estimate a single set of pharmacokinetic rates
(bulk pharmacokinetic rates) for the entire breast tissue. Our study indicates that spatially
resolved pharmacokinetic rates provide more consistent and superior diagnostic information
as compared to the bulk pharmacokinetic rates.

The rest of the paper is organized as follows. In section 2, we present the reconstruction
of ICG concentration images. In section 3, we present modeling and estimation of ICG
pharmacokinetic-rate images using the EKF framework. In section 4, we present the spatially
resolved ICG pharmacokinetic-rate analysis of in vivo breast data. Section 5 summarizes our
results and conclusion.

2. Reconstruction of bulk ICG concentration images

In our data collection process, a sequence of boundary measurements are collected over a period
of time. Each set of measurements are used to form a frame of the ICG concentration images.
The resulting sequence of ICG concentration images are then used to form pharmacokinetic-
rate images. To reconstruct each frame of the ICG concentration images, we follow a static
reconstruction approach and use differential diffuse optical tomography (DDOT) technique
(Intes et al 2003, Ntziachristos et al 1999).

In DDOT, two sets of excitation measurements are collected corresponding to before and
after the ICG injection, and the ICG concentration is determined by the perturbation method
(Intes et al 2003, Ntziachristos et al 1999). The photon propagation before and after the
injection is modeled by the following diffusion equations:

V- D(r)VOE(r, o) — (uE(r) + jo/c) DE(r, w) =0, reQc R, (1)
with Robin-type boundary conditions:
BQDjf(r, w) "
2D (r)————+p®, (r,w) = =S, w), r e o, 2)
v

where x stands for the excitation, c is the speed of light inside the medium 2; @ denotes the
modulation frequency of the source, p (r) and ! (r) are the absorption coefficients before
and after the ICG injection, D, is the diffusion coefficient which is assumed independent of
wE., known but not necessarily constant, ®F(r, w) denotes optical field at location r before
and after the ICG injection. Here, v denotes the outward normal to the boundary 92 of €2, p
is a constant representing the refractive index mismatch between the two regions separated by
02 and S(r, w) is the excitation source on the boundary.

The absorption coefficients after the injection ), are modeled as a sum of the absorption
coefficient of the medium before the ICG injection u,, and the perturbation caused by the
ICG Apgy (r):

Apax (r) = pg, (r) — po (1), reQc R 3)

In the forward model, the analytical solutions of the heterogonous diffusion equation given
in (1) is derived using first-order Rytov approximation (Intes et al 2003). The sample volume
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is divided into a set of voxels and the measurements are related to the relative absorption
coefficients of each voxel by a system of linear equations. The shape of the breast was
approximated as a cylinder and the Kirchhoff approximation (Ripoll er al 2001a, 2001b) for
diffuse waves was used to model the interaction of light with boundaries. In order to minimize
optode-tissue coupling mismatch due to breathing motion, the forward model was augmented
with the coupling coefficient technique as described in Boas et al (2001).

Here, the Rytov-type measurements, which are defined by the natural logarithm of the
ratio of the post-ICG measurements to the pre-ICG measurements were used (Ntziachristos
et al 1999). Let V,(w; ry; rs) denote the Rytov-type measurements at location r; due to
source at ;. The linearized relationship between the differential absorption coefficient and
measurements is given by O’Leary (1996)

1
V(@5 i ry) = f G (ry ;) L (F) D (r, s 1) &, 4
<Dx (0); rd;rs) Q

where @ (r, w; ry) is the photon density obtained at the excitation wavelength before ICG
injection, I, (r) = ¢Apax(r)/ Dy, and G (r, w; rq) is the Green’s function of (1) for a source
at r; before the injection.

We address the inverse problem of recovering A, from Rytov measurements W, based
on the forward model (4) using the singular-value decomposition of the Moore—Penrose
generalized system. We use a zeroth-order Tikhonov regularization to stabilize the inversion
procedure. The regularization parameter was determined by L-curve analysis (Hansen and
O’Leary 1993) using the data obtained from a phantom study previously employed to validate
the apparatus (Intes e al 2003). The optimal regularization parameter was found to be 6 x 10~*
and set to be the same for all patient images and time instances. A detailed discussion of the
forward and inverse models used for the reconstruction of differential absorption coefficients
(Atay) can be found in Intes et al (2003).

To construct a set of ICG concentration images, we use the linear relationship between
the differential absorption coefficients and ICG concentrations (Landsman et al 1976),

Apg(r) =In10e,m(r), 5)

where ¢, is the extinction coefficient of ICG at the wavelength 805 nm, m (r) is the bulk ICG
concentration in the tissue and A, (r) is as defined in (3).

Note that the method described here is applicable for frequency domain case but for
simplicity we set the frequency to zero, i.e. ® = 0.

3. Modeling and estimation of ICG pharmacokinetics

3.1. Two-compartment model of ICG pharmacokinetics

Using the method outlined in section 2, we reconstruct a sequence of ICG concentration
images. As an example, figures 1-3 show a set of images reconstructed from in vivo breast
data.

Our objective is to model the pharmacokinetics of ICG at each voxel of ICG concentration
images using compartmental modeling. To do so, we first extracted the time varying ICG
concentration curves for each voxel from the sequence of ICG concentration images. An
example of such a curve is shown in figure 4. We next fit a two-compartment model to each
ICG concentration curve (Alacam et al 2006, Gurfinkel ef al 2000).
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Figure 1. ICG concentration images for a set of time instants for case 1.

Using the two-compartment model introduced by Alacam et al (2006), ICG transition
between plasma and extracellular—extravascular space (EES) can be modeled as follows:

Ce(t) o _kout kin Cg(t)
|:Cp(t)i| N [ kout _(kin +k31m)i| |:Cp(l):| +(4J(l‘), re [T(), Tl]» (6)

where C,(t) and C,(t) represent the ICG concentrations in plasma and EES at time 7,
respectively. The rates ki, koye and ke, have a unit of sec™ L. They are defined as the
permeability surface area products given by PSy, where P is the capillary permeability
constant, S is the capillary surface area and y is the tissue density. ki, and ko, govern
the leakage into and the drainage out of the EES. The parameter ke, describes the ICG
elimination from the body through kidneys and liver. Here, w(¢) is uncorrelated zero-mean
Gaussian process with covariance matrix Q representing the model mismatch.

The actual total ICG concentration in the tissue is a linear combination of plasma and the
EES ICG concentrations, and modeled as

C.
m(t) = [ve vy [Cl((tt))] + (), t € [To, Thl, %)

where m(t), C.(¢) and C,(¢) are defined in (5) and (6), v, and v, are plasma and the EES
volume fractions, respectively, and 7n(¢) is uncorrelated zero-mean Gaussian process with
covariance matrix R, representing the measurement noise.
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Figure 2. ICG concentration images for a set of time instants for case 2.

3.2. Estimation of ICG pharmacokinetics using extended Kalman filtering

In matrix—vector notation, (6) and (7) can be expressed as
C(1) = K(@)C@) +w(1), m(r) = V(e)C(t) + n(1), (8)
where C(t) denotes the concentration vector with elements C,(t), and C,(¢); K(c) is the

system matrix, V(a) is the measurement matrix as defined in equation (7) and « is the
parameter vector given by

a = [kouw kin keim Ve vp]T- &)

The ICG measurements in (8) are collected at discrete time instances, t = kT,k =

0, 1, ..., where T is the sampling period. Therefore, the continuous model described in (8) is
discretized. We can express the discrete compartmental model as follows:

Catk +1) = Ky(0)Cy(k) + wa(k), m(k) = V4(0)Cqy(k) +ny(k), (10)

where K;(0) = K@ is the discrete time system matrix; V4(0) = V(a) is the discrete
measurement matrix; w,(k) and 1, (k) are zero-mean Gaussian white noise processes with
covariances matrix Q  and variance Ry, respectively. The vector € is composed of parameters
7;; which are functions the pharmacokinetic rates and volume fractions:

O=[tu T w1 T v vl (11)
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Figure 3. ICG concentration images for a set of time instants for case 3.
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Figure 4. Time course of ICG concentration curves for a specific voxel, 65th, 276th, 188th voxel
for cases 1, 2 and 3, respectively.
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Figure 5. (Left) Schematic diagram. (Right) The cut section of the CW NIR imaging apparatus
with 16 sources and detectors.

We first estimate 7;;, i, j = 1, 2 and then compute the pharmacokinetic rates kiy, Kou and Keim
(Alacam et al 2006, Chen 1999). The explicit form of the discrete state-space model is given

as follows:
Cek+1) | |t 2 || Celk)
[Cp(k’f 1)] B [721 fzz} [Cp(k)} +ea®)

ok 12)
@ =t 01| 00 |4 mw,
p

We estimate the parameter vector 6 and concentration vector C,; by using the EKF
framework. The EKF is a recursive modeling and estimation method with numerous
advantages in ICG pharmacokinetic modeling (Alacam et al 2006). These include effective
modeling of multiple compartments, and multiple measurement systems in the presence of
measurement noise and uncertainties in the compartmental model dynamics, simultaneous
estimation of model parameters and ICG concentrations in each compartment, statistical
validation of estimated concentrations and error bounds on the model parameter estimates, and
incorporation of available a priori information about the initial conditions of the permeability
rates into the estimation procedure.

When both states (ICG concentrations) and model parameters (pharmacokinetic rates
and volume fractions) are unknown, a linear state-space model can be regarded as a nonlinear
model; the linear system parameters and states combine to form the new states of the nonlinear
model. This system is then linearized and the new unknown states are found using the EKF
estimator (Alacam et al 2006, Ljung 1979, Togneri and Deng 2003, Nelson and Stear 1976).
In EKF framework, 0 can be treated as a random process with the following model:

O(k+1) =0(k)+g,4(k), (13)

where ¢4(k) is a zero-mean Gaussian process with covariance matrix Sy.

Table 1 summarizes the joint estimation of pharmacokinetic rates and ICG concentration
in different compartments. In table 1, C,(k|k — 1) is the state estimate propagation at step
k given all the measurements up to step k — 1, C(k) is the state estimate update at step
k, Py —1 denotes the error covariance propagation at step k given all the measurements up to
step k — 1, Py x is the error covariance update at step k, S is the preassigned covariance matrix
of ¢;(k), J is the Jacobian matrix due to iterative linearization of the state equation at step
k, Gy, is the recursive Kalman gain at step k, R is the covariance matrix of the measurements,
Q is the covariance matrix of the concentration vector and I is the identity matrix. A detailed
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Figure 6. Pharmacokinetic rate images, (a) kip and (b) koy for case 1. The kj, images are shown
with approximate tumor location and size.

Table 1. EKF algorithm for simultaneous estimation of states and parameters.

Initial conditions

State estimate propagation

Error covariance propagation

State estimate update

Error covariance update
Kalman gain

Definitions

(€] _[ECaon] o [Var(€a©) 0
Lo | | 60 |77 o S

[Catklk =] [Ka(@k = 1)Cak — 1)
| Oklk—1) | Ok —1)

Q O
Pei—1 = D1 Picij—1JT_, + [

0 Sy
[Catr]  [Catklk —1)
L6k | | 6kik—1)
+Grm(k) — Va(0(klk — 1)Cyklk — 1))

Pii =1 — GrAgj—11Prx—1
Gy =Py -1 AkT“{_] [Akjk—1Pr x—1 A[|k—l +Ry17!
J {Kdu@(k» Bi,[Kd(é(k»Cd(k)]]
=
0 I

R T
Va(Oklk — 1))
Apjg—1 = [ ¢ | j|

0

discussion of the extended Kalman filtering algorithm, and the initialization of the parameters,
concentrations and covariance matrices can be found in Alacam et al (2006).

4. Spatially resolved ICG pharmacokinetic rate analysis of in vivo breast data

4.1. Apparatus

In this work, we use the data collected with a continuous wave (CW) NIR imaging apparatus.
The apparatus has 16 light sources, which are tungsten bulbs with less than 1 W of output
power. They are located on a circular holder at an equal distance from each other with 22.5°
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Figure 7. Pharmacokinetic-rate images, (a) ki, and (b) koy for case 2. The ki, images are shown
with approximate tumor location and size.
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Figure 8. Pharmacokinetic-rate images, (a) ki, and (b) koy for case 3. The ki, images are shown
with approximate tumor location and size.

apart. Sixteen detectors, namely silicon photodiodes, are situated in the same plane. The
breast is arranged in a pendular geometry with the source-detector probes gently touching its
surface. Figure 5 illustrates the configuration of the apparatus and the configuration of the
detectors and the sources in a circular plane. Note that sources and detectors are co-located.
The detectors use the same positions as the sources to collect the light originating from one
source at a time. Only the signals from the farthest 11 detectors are used in the analysis.
For example, when source 1 is on, the data are collected using detectors 4—14. This provides
sufficient number of source-detector readings (176 readings) to reconstruct Au, images at
each time instant. A band pass filter at 805 nm, the absorption peak of ICG, is placed in front
of the sources to select the desired wavelength. A set of data for one source is collected every
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Figure 9. ICG concentration images in plasma for case 1 for (a) 246.4th, (b) 334.4th and
(c) 422.4th s.

~500 ms. The total time for a whole scan of the breast including 16 sources and 16 detectors
is ~8.8 s. A more detailed explanation of the apparatus and the data collection procedure can
be found in (Nioka et al 1997).

4.2. Tumor information and protocol

Three different patients with different tumor types are included in this study. Measurements
are made before the biopsy to avoid modification of the blood volume and flow in the tumor
region. First case (case 1) is fibroadenoma, which corresponds to a mass estimated to be
1-2 cm in diameter within a breast of 9 cm diameter located at 67 o’clock. Second case
(case 2) is adenocarcinoma corresponding to a tumor estimated to be 2-3 c¢m in diameter
within a breast of 7.7 cm diameter located at 45 o’clock. The third case (case 3) is invasive
ductal carcinoma, which corresponds to a mass estimated to be 4 cm by 3 cm located at
6 o’clock. Table 2 describes the tumor information for each patient. A priori information on
the location and size of the tumor was obtained by palpation and the diagnostic information
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Figure 10. ICG concentration images in the EES for case 1 for (a) 246.4th, (b) 334.4th and
(c) 422.4th s.

Table 2. Tumor information for each patient.

Tumor type Tumor size Tumor location
Case 1  Fibroadenoma 1-2cm 6-7 o‘clock
Case2  Adenocarcinoma 2-3cm 4-5 o‘clock

Case 3  Invasive ductal carcinoma 4cmby3cm 6 o‘clock

was derived a posteriori from biopsy and surgery. ICG is injected intravenously by bolus with
a concentration of 0.25 mg kg~' of body weight. Data acquisition started before the injection

of ICG and continued for 10 min.

4.3. Results and discussion

Using the CW imager described above, source—detector readings were collected from different
angles for each patient. Differential absorption coefficient images were reconstructed based
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Figure 11. ICG concentration images in plasma for case 2 for (a) 228.8th, (b) 316.8th and
(c) 404.8th s.

on DDOT forward model given in equations (1)—(4) with w set to zero. Using the linear
relationship (5) between ICG concentration and absorption coefficient, ICG concentration
images were obtained for each case. A sample set of ICG concentration images for the
selected time instants are shown in figures 1-3 for cases 1-3, respectively. Although only nine
images are displayed, there are approximately 50 images for each case, each corresponding
to a different time instant. Each image is composed of 649 voxels. Note that the ICG
concentration images in figures 1-3 represent the bulk ICG concentrations in the tissue, not
the ICG concentrations in plasma or the EES compartments.

We next extracted the time course of ICG concentration for each voxel. As an example,
figure 4 shows the time course of ICG concentrations for all three cases for a specific voxel
in the tumor region (65th, 276th, 188th voxel for cases 1, 2 and 3, respectively). We then
fit the two-compartment model to each time course data using the EKF framework; and
estimated ki, kout, keim, and the ICG concentrations in plasma and the EES. We chose initial
values within the biological limits that lead to minimum norm error covariance matrix. The
images of ki, and ko, for each case are shown in figures 6(a)—(b), and 7(a)—(b), 8(a)—(b),
respectively. Additionally, we constructed the ICG concentration images for plasma and
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Figure 12. ICG concentration images in the EES for case 2 for (a) 228.8th, (b) 316.8th and
(c) 404.8th s.

the EES compartments. Figures 9-14 show the ICG concentration in plasma and the EES
for three different time instants for cases 1, 2 and 3, respectively. Our results show that
the pharmacokinetic rates are higher around the tumor region agreeing with the fact that
permeability increases around the tumor region due to compromised capillaries of tumor
vessels. We also observed that ICG concentrations in plasma and the EES compartments are
higher around the tumors agreeing with the hypothesis that around the tumor region ICG may
act as a diffusible extravascular flow in leaky capillary of tumor vessels.

Using the a priori and a posteriori information on the location, and the size of the tumors,
we plotted an ellipse (or a circle) to identify the approximate location and size of the tumor
in the pharmacokinetic-rate images. We note that the radii of the ellipses were chosen large
enough to include the tumor boundaries. Figures 6(a), 7(a) and 8(a) present the k;, images
with approximate tumor location and size for cases 1, 2 and 3, respectively. The consistency
of the bright regions in the k;, images, and circular/elliptical regions drawn based on the a
priori and a posteriori information shows that the pharmacokinetic-rate images may provide
good localization of tumors.
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Figure 13. ICG concentration images in plasma for case 3 for (a) 246.4th, (b) 378.4th and
(c) 510.4th s.

Table 3. Mean and standard deviation of pharmacokinetic rates for the tumor region and outside
the tumor region.

kin (sec™11072) kout (sec™11072) keim (sec™11073)

Inside Outside Inside Outside Inside Outside

Case 1 2.14£0.018 0.73 £0.011 1.24 £ 0.069 0.43 £0.013 4.11 £0.057 3.87£0.012
Case 2 2.92 £0.076 1.14 £ 0.052 1.58 £0.051 0.65 £ 0.036 3.94 +0.081 4.12 £ 0.047
Case 3 6.87 £ 0.093 3.06 £0.015 4.96 £ 0.048 1.66 £ 0.072 4.49 £ 0.056 4.46 £ 0.081

The histograms of kj, and ko, images for the tumor region (as indicated by
circular/elliptical regions) and outside the tumor region are shown in figures 15(a)—(c) and
figures 16(a)—(c), respectively. Note that all nonzero voxels outside the elliptical region
constitute ‘outside the tumor region’. The solid curves in figures 15 and 16 show the Gaussian
fit. The histograms and their Gaussian fits in figures 15 and 16 show that the mean and the
standard deviation of ki, and ko values are different for the tumor and outside the tumor region.
Table 3 tabulates the mean values (&£ spatial standard deviation) of the pharmacokinetic rates
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Figure 14. ICG concentration images in the EES for case 3 for (a) 246.4th, (b) 378.4th and
(c) 510.4th s.

Table 4. Bulk pharmacokinetic rates extracted from the entire breast tissue.

kin (sec™11072)  kout (sec™11072)  kepn (sec™11073)

Casel 0.84+0.013 0.62 £ 0.017 3.66 £ 0.042
Case2  2.01 +£0.022 0.83 £0.012 4.01 £ 0.054
Case3 4.06 +0.072 3.36 £0.051 4.37 £ 0.052

for the tumor region and outside the tumor region for all three cases. The pharmacokinetic
rates are higher for case 3 (invasive ductal carcinoma), for both the tumor region and outside
the tumor region as compared to case 2 (adenocarcinoma). Similarly, the kinetic rates are
higher for case 2 (adenocarcinoma), as compared to case 1 (fibroadenoma) for both the tumor
region and outside the tumor region. This observation shows that high mean values of &;, and
kouwt may be indicative of tumor aggressiveness.

To understand the value of pharmacokinetic rate imaging as compared to the bulk
pharmacokinetic rate analysis, we averaged the concentration images spatially, and obtained
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Figure 15. The histograms of k;, for (a) case 1, (b) case 2, (c) case 3 for the tumor region (light
gray) and outside (blue/dark gray) the tumor region (as indicated by circular/elliptical regions).
The solid lines in figures show the Gaussian fit.

a bulk concentration value for each time instant. We then formed a time curve for the bulk
ICG concentrations. Next, we fit the two-compartment model to the resulting time curves and
estimated the bulk pharmacokinetic rates. Table 4 tabulates the bulk pharmacokinetic rates
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Figure 16. The histograms of ko for (a) case 1, (b) case 2, (c) case 3 for the tumor region (light
gray) and outside (blue/dark gray) the tumor region (as indicated by circular/elliptical regions).
The solid lines in figures show the Gaussian fit.

for each patient. To compare the bulk rates with spatially resolved rates, in figures 17 and
18, the bulk pharmacokinetic rates are overlaid on the histograms of the pharmacokinetic rate
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Figure 17. Solid lines (blue) shows bulk k;j, rates for (a) case 1, (b) case 2, (c) case 3 together with
the histogram fits. The dashed (red) line indicates the Bayesian minimum error classifier threshold.

images. The dotted line shows the Bayesian minimum error classifier threshold (the value
corresponding to the intersection of the histograms) (Fukunaga 1990) for each case. We see
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Figure 18. Solid lines (blue) shows bulk ko, rates for (a) case 1, (b) case 2, (c) case 3 together
with the histogram fits. The dashed (red) line indicates the Bayesian minimum error classifier
threshold.

that for case 1, the bulk rates of ki, and ko, are both classified as healthy tissue (outside the
tumor region). For case 2, ki, is classified as cancerous tissue (in the tumor region) and ko s
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classified as healthy tissue. Similarly for case 3, ki, is classified as healthy and ko, is classified
as cancerous tissue. This indicates that spatially resolved rates may provide more consistent
and superior information than the bulk rates.

5. Conclusion

In this study, we presented a method of forming pharmacokinetic-rate images and reported
pharmacokinetic rate images of ICG for three patients with breast tumors. To form
pharmacokinetic rate images, we first obtained a sequence of ICG concentration images using
the differential diffuse optical tomography technique. We next employed the two-compartment
model, and estimated the pharmacokinetic rates and concentrations in each compartment for
each voxel using the EKF framework. We have shown in our prior work (Alacam et al 2006)
that the EKF framework has a number of advantages in pharmacokinetic rate estimation, some
of which include robust estimation in the presence of measurement noise and dynamic model
uncertainties.

We formed the pharmacokinetic rate images using the in vivo data obtained from three
patients with breast tumors. We also obtained bulk pharmacokinetic rates for each patient.
Both spatially resolved and bulk rates show that high values of k;, and ko, may be indicative
of tumor aggressiveness. Along with the pharmacokinetic rates, we also estimated the ICG
concentrations in plasma and EES compartments. We observed that ICG concentrations in
plasma and the EES compartments are higher in the tumor region agreeing with the hypothesis
that around the tumor region ICG may act as a diffusible extravascular flow in leaky capillary
of tumor vessels.

Comparison of spatially resolved and bulk ICG pharmacokinetic rates show that ICG
pharmacokinetic imaging may provide more consistent and superior information than bulk
ICG pharmacokinetic rates.

While the available patient data are limited to perform a full scale receiver operating
characteristic study, clearly, pharmacokinetic rate imaging provides a new tool to investigate
and improve breast cancer diagnosis, staging, and treatment monitoring. This includes
extraction of new quantitative features from ICG pharmacokinetic rate images, within patient
comparison of these features, and statistical analysis of spatial distribution of pharmacokinetic
rates. We leave for future work to collect sufficient number of patient data, and to fully
investigate the value of ICG pharmacokinetic rate imaging for breast cancer diagnosis, staging,
and treatment monitoring.
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